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JBL PROPOND AUTOFOOD
Weatherproof solar feeder for all pond fish

Suitable for:

Accurately feeds your pond fish the amount of food you set, up to 24 times a day (e.g. for juvenile fish),
reliably and independent of the electricity supply. For all JBL pond foods or others, up to 9 mm
diameter.

Mount, programme feeding times and quantities (10 steps), fill with food and set throwing range to 0.5
or 1.0 m. Manual feeding possible

Energy source selectable: use built-in solar panel with rechargeable battery or connect directly to power
source via 5 m mains cable. With recessed grips for convenient handling

Can hold up to 25 litres of food. Water temperature (important for the type of food) is indicated on the
digital display by the included temperature sensor

Package contents: ready-to-operate automatic feeder with solar panel, power supply and water
temperature sensor. 2 red LEDs indicate low food in the container. Dimensions: 375 x 375 x 462 mm

You may also be interested in You can find a complete overview here: https://www.jbl.de/qr/28017

JBL PROPOND ALL
SEASONS S

All-season food for small koi &
pond fish

JBL PROPOND ALL
SEASONS M

All-season food for koi and
pond fish

JBL PROPOND STERLET
S

Complete food for small
sterlets 

JBL PROPOND STERLET
M

Complete food for medium-
sized sterlets
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JBL PROPOND AUTOFOOD
Spare parts

JBL PP AUTOFOOD
temperature sensor

JBL PP AUTOFOOD
power supply unit

JBL PP AUTOFOOD
ejection port rain cover

JBL PP AUTOFOOD
feed ejection cover

below

JBL PP AUTOFOOD
mesh guard screw

conveyor
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JBL PROPOND AUTOFOOD
Product information

An automatic feeder for pond fish has many advantages: Your koi and other pond fish are reliably
supplied with food when you are away on holiday or on weekend trips. You decide when and how much
the JBL automatic feeder has to feed. But you can also ignore the set programme at any time and start
feeding manually. The selectable throwing range ensures that even the slightly smaller or weaker pond
fish are fed. 

The water temperature sensor (included), which you can position in any water depth up to 3 m, shows
you the water temperature digitally on the waterproof display. So you can always select the right food to
suit the prevailing water temperature. The JBL ProPond food concept has been developed to take the
season, water temperature, living conditions and size of the fish into account. 

The JBL ProPond AutoFood is completely weatherproof and rainproof. 

For all JBL PROPOND pond foods and others, up to 9 mm diameter.

Further information

FAQ

Blog

Press

Laboratory/calculator

Worth reading

Spare parts

Video

GarantiePlus

Instructions

QR code
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JBL PROPOND AUTOFOOD
Product details

Article data

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

EAN number 4014162280176

EAN as barcode

For 25 l

With Solar 

Expiry months -

RRP incl. VAT 414,80 €

Base price -

Nominal filling quantity -

Base quantity 1  

Gross weight 9829 g

Net weight 8680 g

Weight change -

Disposal

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

Green dot

Group electronic waste Small appliances that can be used
in private households

Disposal weight 7680 g

Battery type 1 x Li Ion battery, 7.4 V DC,
7200mAh

Battery return Battery return - portable battery

Battery rechargeable

Disposal weight battery 366.9 g

Non-returnable glass -

PPK 1938 g

Plastic small 96 g

Plastic large -

Disposal weight metal 0 g

Features

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

Animal species
Goldfish, Koi, Sturgeons,
Terrapins, Tropical terrapins,
Veiltails, turtle

Animal size For all animal sizes

Animal age group All pond fish

Volume of habitat -
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Features

Material plastic (material mix: SAN,ABS,
POM,PE)

Food type -

Colour black

Dosage -

Transport conditions -
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JBL PROPOND AUTOFOOD
Electronic label / illuminant

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

Ambient temperature -

Start time -

Mercury -

Tube length -

Service life -

Lumen -

CRI value -

Dimmable -

Switching cycles -

PAR value -

Energy efficiency class -

UV-A -

UV-B -

UV-C -

Colour temperature -

Base designation -

Technical data

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

Range in litres 25 l

Range from - to 24 Fütterungen pro Tag

Range in days -

Range tank length -

Output in watts 10 W

Output per hour -

Output per day -

Height 470 mm

Length 360 mm

Width 410 mm

Diameter -

Voltage 9 V

For -

T8 26mm (watt) -

T5 16mm (watt) -

Size -

Content for -

Filter container volume -

Volume filter media -

Hose connections pressure/out -

Hose connections suction/in -

Delivery head -
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JBL PROPOND AUTOFOOD
Food type -

Sub product type -

Dosing -
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Additional information for the specialist trade sector

Article data

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

VAT 25%

Sales unit (SU) 1

Volume packaging 84l

Dimensions (l/w/h) 415 mm/470 mm/515 mm

Layer 4

Pallet 12

Category of products 3

Customs tariff 85437090  

Country of origin CN

Type of packaging Faltschachtel/Karton

PU 1 data

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

PU 1 material None

PU 1 weight -

PU 1 lengh -

PU 1 width/depth -

PU 1 height -

PU 2 data

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

PU 2 material None

PU 2 weight -

PU 2 lengh -

PU 2 width/depth -

PU 2 height -

Trade data

Product name JBL PROPOND AUTOFOOD

Art. No. 2801700

Till receipt text PROPOND A-FOOD

Shelf placement Pond food or pond technology


