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JBL PROFLORA CO2 TAIFUN INLINE MEMBRANE
Replacement diaphragm for CO2 TAIFUN INLINE diffuser

Suitable for:

Spare/replacement diaphragm for the CO2 inline diffuser JBL PROFLORA CO2 TAIFUN INLINE & the
predecessor JBL ProFlora Direct

Switch off the filter, unscrew the diffuser, insert the watered diaphragm, screw the diffuser back on,
switch on the filter

Special ceramic for particularly efficient CO2 diffusion and smallest CO2 bubbles for high effectiveness

An annual replacement of the diaphragm is recommended, as its diffusivity changes over time

Package contents: replacement diaphragm for all sizes of JBL PROFLORA CO2 TAIFUN INLINE
(12/16,16/22,19/25), incl. 2 sealing rings
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JBL PROFLORA CO2 TAIFUN INLINE MEMBRANE
Product information

Ideal nutrition for plants 
Having the right CO2 concentration in the water is hugely important for aquarium plants. Carbon
dioxide is the plants’ main nutrient and it fully promotes their growth. Plants use CO2 for
photosynthesis and this supplies the water with essential oxygen. They prevent algae growth, remove
pollutants, provide hiding places and reduce germs. 

Efficient enrichment of the aquarium water with CO2:
Inside the diffuser is a special diaphragm through which the CO2 diffuses into the aquarium water,
which is pumped back into the aquarium by the external filter. The very small CO2 bubbles dissolve very
well in the water and save about 20 % compared to other CO2 diffusers.

Replacing the diaphragm 
Due to sedimentation from the aquarium water, the efficiency of the diaphragm decreases over time.
For this reason we recommend an annual replacement.
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JBL PROFLORA CO2 TAIFUN INLINE MEMBRANE
Product details

Article data

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

EAN number 4014162646903

EAN as barcode

Content 1 piece(s)

- -

Expiry months -

RRP incl. VAT 17,64 €

Base price -

Nominal filling quantity -

Base quantity 1  

Gross weight 19.59 g

Net weight 7 g

Weight change -

Disposal

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

Green dot

Group electronic waste -

Disposal weight -

Battery type -

Battery return -

Battery rechargeable -

Disposal weight battery -

Non-returnable glass -

PPK 2.73 g

Plastic small 9.82 g

Plastic large -

Disposal weight metal 0 g

Features

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000
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Features

Animal species

Axolotl, Barbels, Bettas, Bichirs/
reedfish, Blowfish, Catfish,
Cichlids (South America), Crayfish,
Danions, Discus, Dwarf shrimps,
Flowerhorn, Goldfish, Gouramis,
Guppy, Juvenile fish, Killifish,
Livebearers, Loaches, Panchaxes,
Rainbowfish, Snails, Spiny eels,
Tetra, Veiltails, freshwater
butterflyfish

Animal size For all animal sizes

Animal age group All aquarium fish

Volume of habitat 40 - 800 L

Material plastic (PP) / ceramic

Food type -

Colour white / black

Dosage -

Transport conditions -
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JBL PROFLORA CO2 TAIFUN INLINE MEMBRANE

Electronic label / illuminant

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

Ambient temperature -

Start time -

Mercury -

Tube length -

Service life -

Lumen -

CRI value -

Dimmable -

Switching cycles -

PAR value -

Energy efficiency class -

UV-A -

UV-B -

UV-C -

Colour temperature -

Base designation -

Technical data

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

Range in litres -

Range from - to -

Range in days -

Range tank length -

Output in watts -

Output per hour -

Output per day -

Height 52 mm

Length 22 mm

Width 22 mm

Diameter -

Voltage -

For -

T8 26mm (watt) -

T5 16mm (watt) -

Size -

Content for -

Filter container volume -

Volume filter media -

Hose connections pressure/out -
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Technical data

Hose connections suction/in -

Delivery head -
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JBL PROFLORA CO2 TAIFUN INLINE MEMBRANE

Food type -

Sub product type -

Dosing -
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Additional information for the specialist trade sector

Article data

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

VAT 19%

Sales unit (SU) 3

Volume packaging 0.33l

Dimensions (l/w/h) 25 mm/96 mm/140 mm

Layer 480

Pallet 480

Category of products 3

Customs tariff 39269097  

Country of origin CN

Type of packaging Skin / blister card packaging

PU 1 data

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

PU 1 material cardboard gr

PU 1 weight 67 g

PU 1 lengh 155 mm

PU 1 width/depth 100 mm

PU 1 height 150 mm

PU 2 data

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

PU 2 material cardboard gr

PU 2 weight 293 g

PU 2 lengh 220 mm

PU 2 width/depth 180 mm

PU 2 height 330 mm

Trade data

Product name JBL PROFLORA CO2 TAIFUN
INLINE MEMBRANE

Art. No. 6469000

Till receipt text CO2 INLINE MEMB

Shelf placement -


